
Top-mounted Cord Guard wer and 
PowerSupply Cord
Allow easy gripping and handling.

Rubberized Soft Grip
Provides comfort and control.

Rack & Pinion Mechanism
Enables �ne depth adjustment 
without di�culty.

0-45 degree Tilted Base

Transparent plastic base
Makes Trimming 
edge look clear.

3709 6mm (1/4")   
Trimmer

3709 6mm (1/4") 

 

Continuous rating Input
Capacity
No load speed (rpm)
Vibration Level
Vibration K Factor
Sound Pressure Level
Noise K Factor   
Dimensions (L x W x H)
Net weight
Power supply cord

530W
Collet : 6mm or 1/4"
30,000
Rotation w/o Load: 2.5 m/s² or less
Rotation w/o Load: 1.5 m/s²
80 dB(A)
3 dB(A)
82x90x199mm (3-1/4"x3-1/2"x7-7/8")
1.5kg (3.3lbs)
2.5m (8.2ft)

Double Insulation

 

 

 

 

 

 

 

 

  

Smooth and precision depth adjustment 
with rack and pinion mechanism.

Satisfy Professional's Needs

Standard Equipment  Trimmer Guide Assembly, Straight Guide Assembly, Templet Guide, 
Straight Bit, Wrench (2pcs.), Collet Cone (6mm or 1/4"), Chip De�ector

Trimmer 411
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