0 601 58F OF0 — GST 90 BE

Material number 0601 58F OF0
EAN 3165140529365
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0 601 58F OF0 — GST 90 BE

Technical data

Description

Long version part 1 (BE)

Long version part 2 (BE)

Noise level

Cutting depth in steel

Technical data

Rated input power
Stroke rate at no load
Weight

Cable length

Tool dimensions (width)
Tool dimensions (length)

Tool dimensions (height)

Cutting depth
Cutting depth in wood
Cutting depth in aluminium

Cutting depth in non-alloyed steel

Noise/vibration information
Sound pressure level
Sound power level

Uncertainty K

Bosch Power Tools | © Bosch Limited | 28.12.2022

The GST 90 BE Professional
corded jigsaw offers reliable
entry-level performance. Its
bow handle with variable speed
trigger enables steady day-to-
day work. Changing saw
blades is made easy by the
jigsaw’s tool-free Bosch SDS-
system. Additionally, its reliable
650 W motor produces fast
work results.

This tool is intended for curved
cutting in solid wood,
chipboards, and wood
composites. It is compatible
with the Bosch Click & Clean
System as well as with other
Bosch vacuum cleaners.

The A-rated noise level of the
power tool is typically as
follows: Sound pressure level
87 dB(A); Sound power level
98 dB(A). Uncertainty K= 5 dB.
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0 601 58F OF0 — GST 90 BE

Sales information

Positioning
® Top-class convenience in the entry-level class

User benefit

® The reliable partner for day-to-day use

® High level of convenience with Bosch “SDS” for easy, tool-free, two-hand saw blade changes
= Switch with accelerator function for smooth pilot sawing of the material
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